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Identification of Parts 
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Battery Installation/Replacement 

• To use the unit, you must install batteries. 

• Open battery cover as illustrated. 

Install or replace a new battery, making sure the polari- 
ties (+ and -) on the battery match the polarities on the 




• If the Low Battery indicator "Bt" appears on the display, 
the battery must be replaced. 

• A "9V" alkaline battery or equivalent is suitable for this 
blood pressure meter. 

Attaching the Arm Cuff 

and Posture During Measurement 



Unfasten and open the cuff as shown in the figure. 

Wrap the arm cuff around the upper left arm tightly so 
that bottom edge of the cuff is positioned about one 
inch above the elbow joint. 




(Do NOT roll shirts or jackets up over the arm when 
taking a measurement. This will constrict the upper 
arm and prevent accurate measurement.) 

• Cuff tube should be placed on the inside of your 
arm as shown in figure. 

• Make sure that the cuff is fastened tightly. Note 
that wrapping the cuff unevenly will prevent proper 

measurement. 



Rest left elbow on a table so that the cuff is at heart 
level. Relax the lower arm across the table and remain 
still. 

Perform measurements in either a seated or reclining 
posture with the left palm turned upward. 

Arm Circumference: 8.66 to 12.6 inches 
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Measurement 

• Press the "POWER" switch. 





SYSTOLIC mmHg DIASTOLIC mmHg 



All of the display marks will appear for approximately 1 
second and the buzzer will beep. 




PULSE flrtn 



HI I'd tlii.iilii' 



DIASTOLIC mmH g 



After all display marks have disappeared, the last meas- 
ured systolic and diastolic blood pressure values are dis- 
played. (Value of pulse is not memorized or displayed.) 




PULSE /itwi 



After the memorized blood pressure value has disap- 
peared, the deflation mark "T" will display if there is air 
remaining in the cuff. If there is air remaining, release it 
with the "Air Release" button until the "0" displays. The 
buzzer will beep 3 times. 

The unit is now ready to take a measurement. 



SYSTOLIC nvnHg DIASTOLIC mmltg 



PULSE M 



SYSTOLIC mmHg DIASTOLIC mmHg 



Pressurize the cuff by pumping the bulb until you have a 
reading of approximately 30 to 40 mmHg higher than your 
regular systolic blood pressure. 




PULSE /n*n 



Note: At pressure of 140. 1 70, 200, 240 mmHg, the buzzer will beep. 
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When pressurization is complete, the automatic exhaust 
system will gradually reduce cuff pressure, and the 
mark will appear on the display indicating that measure- 
ment is in progress. 



When a pulse is detected, the pressure value moves to the 
right side of the display. At this time the mark flashes 
with a short beep. 



SYSTOLIC mmHg DIASTOLIC mmHp 



PULSE /mln 



S YSTOUCnvnHq DIASTQUC mrnHp 

When the diastolic pressure value is detected, your sys- 
tolic and diastolic blood pressure are displayed and the 
beeper will sound. 

PULSE /min 



When a measurement is made with insufficient pressure, the 
"Err" mark appears. Pressurize to a value 30-40 mmHg 
higher than previously used and perform measurement 
again. 

SYSTOUC mmHg DIASTOLIC mmH g 



Press the exhaust button to release all of the air in the 




CUff. PULSE imw 

To Turn Power Off 

-press the "POWER" switch to turn off. 
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Subsequent Measurement 

When a measurement needs to be made again, the 
time between 2 measurements must be at least 10 
minutes. 



Automatic Power OFF Function 

If the unit is left on after measurement, an 
"Automatic Power-OFF Function" turns the power 
off after approximately 3 minutes. To continue with 
another measurement press the "Power" switch to 
turn the unit on. 



Memory Recall Function 

• Press POWER to recall the last measured blood 
pressure. The systolic and diastolic blood pressure 
value will display (pulse will not display). 

• Memory function does not work during inflation or 
while blood pressure measurements are being 
made. 

• Last measured value in memory will be replaced by 
newest measured value when the "POWER" button 
is pressed. 
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Description of Display Marks 



DISPLAY MARK 


CONDITION/CAUSE 


CORRECTIVE ACTION 




SYSTOUC mmHg DtASTOUC mmH 

A 

PULSE m 


a 


IvmdbUlcnlclH Ucydll 

but (he. pressure was 


increase pressuriza- 
tion level by 30 to 40 
mmHg and measure 
again. 




SYSTOI If. mmH,| DIAStOl IC. mmH 

Err 

PULSE /ml 


0 

n 


Blood pressure 

<*uuiu i iui cc 

measured accu- 
rately. 


Exhaust all air from 
the cuff. 

Reapply the cuff 
properly. 

Repeat measure- 
ment. 




SYSTOLIC mmHg DIASTOLIC mmH 

PUL Err 

PUt.SE.'rn. 


9 

i 


Pulse could not 
be measured 
accurately. 


i 


SYSTOLIC mmHg DIASTOLIC mmHi 

PULSE r:,- 


) 

I 


i ne cun was innaieu 
more than 320 mmHg. 


F-xhau^t all air from 

CAIiaUol all Oil IIUIII 

the cuf f. 




SYSTOLIC mmHg DIASTOLIC mmH 

Err SO 

PULSE mm 


i 

i 


Batteries are weak. 


ReDlace the 
batteries. 


: 


SYSTOLIC rnmHg DIASTOLIC mmH 

PULSE ""i 


i 


Device malfunction. 


Return to retailer. 
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Specifications 



ivioaet no. 


lObU 




Oscillometric Method 




Left Arm 


Cuff 


Soft Cuff 



Measurement 
Range 



Accuracy 



LCD 

Indication 



20 to 280 mmHg 



Pulse 
Pressure 



40 to 200 Pulses/min. 
±3 mmHg 

±5% of reading 



Pressure 
Pulse Rate 



Marks 



Systolic blood pressure: 3 digits -. 
Diastolic blood pressure: 3 digits h**^*, 
Pulse rate: 3 digits 



Switch 



Measuring 
Battery 
Deflation 
Inflation 



BT 
▼ 

▲ 



Power switch 



Inflation 




Source 

oTi — 



Manual pressurization 



OneW Battery 



Automa t ic Power-Off 
Dimension 
Weight 



Automatic constant speed detlation system 
ano 1 quick , 
Approx. 3 min. 



1.3(H) x 6.3(W) x 3.4(T)in 



Operating 
Environment 



Storage 
Environment 



Temperature 



Humidity 



Temperature 
Hi 



umidity 



Approx.4.8 OZ. 
5QtQlQ4!E 



30 to 85%RH 



-4 to140°F 



10 to 95% RH 



C AU TIO N ; 

1 . Measurement ol blood pressure may not be possible for someone with a weak pulse or cardiac arrhythmia. 

2. This product is not intended to be used m the diagnosis or treatment of disease. 

3. If you have high blood pressure and/or other cardiovascular conditions or diseases, this device should be 
used in consultation with your doctor. 

4. Consult your doctor if you have questions about your blood pressure or pulse. 

5. Specifications are subject to change without notice due to improvements in performance. 
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One Year Limited Warranty 



The Lumiscope Company, Inc., guarantees this product free from defects 
in material and workmanship for a period of one year from the date of pur- 
chase, except as noted below: 

This Lumiscope product warranty does not cover damage caused by misuse 
or abuse; the attachment of any unauthorized accessory; alteration to the 
product; or any other conditions whatsoever that are beyond the control of the 
Lumiscope Company, Inc. Lumiscope shall not be responsible for any type of 
incidental, consequential, or special damage. All implied warranties, includ- 
ing, but not limited to those implied warranties of fitness and merchantability, 
are limited in the total duration of one year from the original date of purchase. 

To obtain warranty service on your Lumiscope Blood Pressure Meter either 
hand deliver or mail the entire unit and your dated sales receipt (as proof of 
purchase), postpaid, along with a certified check or money order in the 
amount of $15.00 payable to The Lumiscope Company, Inc., to cover han- 
dling. 

Upon receipt Lumiscope will repair or replace, as appropriate, Blood Pressure 
Meter, and return to you. Warranty is solely through Lumiscope Repair 
Department. Service of this product by anyone other than Lumiscope Repair 
Department voids warranty. 

In the event that Lumiscope does not abide the terms of this warranty the 
consumer may seek breach of contract remedies in the New York State 
Federal courts of law. This warranty gives you specific legal rights and you 
may also have other rights, which vary from state to state. 

Some states do not allow the exclusion or limitation of incidental or conse- 
quential damages, so the above limitation may not apply to you. 



LIMITED »*RRAHTY 

The Lumiscope Company, Inc. Service Dept. 
122 Tices Lane 
East Brunswick, N.J. 08816 

TEL 732-254-3800 
www.lumiscope.net 



